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Environmental Protection Agency § 94.207 

performance equivalent to the perform-
ance demonstrated under the certifi-
cation test conditions. This must ad-
dress all necessary adjustments, in-
cluding those required to address dif-
ferences in fuel quality or ambient 
temperatures. For example, equivalent 
emissions performance can be meas-
ured relative to optimal engine per-
formance that could be achieved in the 
absence of emission standards (i.e., the 
calibration that result in the lowest 
fuel consumption and/or maximum fir-
ing pressure). In this example, adjust-
ments that achieved the same percent 
reduction in NOX emissions from the 
optimal calibration would be consid-
ered to be equivalent. Alternatively, if 
the engine uses injection timing retard 
and EGR to reduce emissions, then re-
tarding timing the same number of de-
grees (relative to optimal engine per-
formance) and using the same rate of 
EGR at the different conditions would 
be considered to be equivalent. 

[64 FR 73331, Dec. 29, 1999, as amended at 68 
FR 9785, Feb. 28, 2003] 

§ 94.206 Required information. 
(a) The manufacturer shall perform 

the tests required by the applicable 
test procedures, and submit to the Ad-
ministrator the information required 
by this section: Provided, that if re-
quested by the manufacturer, the Ad-
ministrator may waive any require-
ment of this section for testing of en-
gines for which the required emission 
data are otherwise available. 

(b) The manufacturer shall submit 
exhaust emission deterioration factors, 
with supporting data. The determina-
tion of the deterioration factors shall 
be conducted in accordance with § 94.218 
to ensure that the engines covered by a 
certificate issued under § 94.208 will 
meet all of the emission standards in 
§ 94.8 in use for the useful life of the en-
gine. 

(c) The manufacturer shall submit 
emission data on such engines tested in 
accordance with the applicable test 
procedures of Subpart B of this part. 
These data shall include zero hour 
data, if generated. In lieu of providing 
the emission data required by para-
graph (a) of this section, the Adminis-
trator may, upon request by the manu-
facturer, allow the manufacturer to 

demonstrate (on the basis of previous 
emission tests, development tests, or 
other testing information) that the en-
gine will conform with the applicable 
emission standards of § 94.8. 

(d) The manufacturer shall submit a 
statement that the engines for which 
certification is requested conform to 
the requirements in § 94.7 and that the 
descriptions of tests performed to as-
certain compliance with the general 
standards in § 94.7, and the data derived 
from such tests, are available to the 
Administrator upon request. 

(e) The manufacturer shall submit a 
statement that the emission data en-
gine used to demonstrate compliance 
with the applicable standards of this 
part is in all material respects as de-
scribed in the manufacturer’s applica-
tion for certification; that it has been 
tested in accordance with the applica-
ble test procedures utilizing the fuels 
and equipment described in the appli-
cation for certification; and that on 
the basis of such tests, the engine fam-
ily conforms to the requirements of 
this part. If, on the basis of the data 
supplied and any additional data as re-
quired by the Administrator, the Ad-
ministrator determines that the test 
engine was not as described in the ap-
plication for certification or was not 
tested in accordance with the applica-
ble test procedures utilizing the fuels 
and equipment as described in the ap-
plication for certification, the Admin-
istrator may make the determination 
that the engine does not meet the ap-
plicable standards. If the Adminis-
trator makes such a determination, he/ 
she may withhold, suspend, or revoke 
the certificate of conformity under 
§ 94.208 (c)(3)(i). 

§ 94.207 Special test procedures. 

(a) Establishment of special test proce-
dures by EPA. The Administrator may, 
on the basis of written application by a 
manufacturer, establish special test 
procedures other than those set forth 
in this part, for any engine that the 
Administrator determines is not sus-
ceptible to satisfactory testing under 
the specified test procedures set forth 
in Subpart B of this part. 

(b) Use of alternate test procedures by a 
manufacturer. (1) A manufacturer may 

VerDate Aug<31>2005 08:02 Sep 10, 2007 Jkt 211161 PO 00000 Frm 00633 Fmt 8010 Sfmt 8010 Y:\SGML\211161.XXX 211161


